
 

OEM Designed and Proven Worldwide 

Solid  Lightweights Frame Mounted Design  
Vibration Damping System to Protect Electronics and             
Mechanical Components 

 

Back to Basics Simple Installation 

 

Back to Basics Simple Design Single  High Pressure Nozzle 
with Electronic Ignition—Easy Maintenance 

 

Back to Basics Low Initial Cost and Faster Investment Return 
 Built with Pride in the USA 

LOCOMOTIVE EN HAN CEMEN TS 

TO ORDER CALL: TOLL FREE 1 866-577-6406 

PowerRail Distribution Inc. 
205 Clark Road  Duryea, Pa. 18642 

Phone: 570-883-7005  Fax: 570-883-7006 
Sales@EPowerRail.com 

Power Drives—PowerStart   
Locomotive Engine Warming System 
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DWS-120  115/120Volt 
PowerStart I 

DWS-APU 
PowerStartII 



Power Drives—PowerStart I  
Locomotive Engine Warming System 

  

Single Burner 1 Gallon per Hour (0.35/Hr Once to Temperature)  

25 GPM Pump 24 Volt Circulating Pump 

Compact Design—Footprint is 16” Wide x 32” Tall x 28 “ Long 

 120,000 BTU Heater—Utilizes #1& #2 Diesel or BioDiesel Fuel 

110 Volt Ignition System 5 Amp Draw

 

Weight 165 Lbs. 

Warranty—18 Month 24/7/365 Support 

Optional GPS and Remote Cell Phone Calling  
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PowerStart I # DWS-120 Specifications

 



™
 

Power Drives—PowerStartII APU  
Locomotive Engine Warming System 

PowerStart II # DWS-APU Specifications

  

Single Burner 1 1 Gallon per Hour (0.35/Hr Once to Temperature)  

25 GPM Pump 72Volt Circulating Pump 

Compact Design—Footprint is 26” Wide x 33” Tall x  33” Long 

 120,000 BTU Heater—Utilizes #1& #2 Diesel or BioDiesel Fuel 

Kubota OC95 416CC Oil Cooled 1 Cylinder APU 

Weight 245Lbs. 

Warranty—18 Month 24/7/365 Support 

Optional GPS and Remote Cell Phone Calling 




